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FIG. 1 
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(INSTANCE) 



-2/4- 



JP920030195US1 



FIG. 2 
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FIG.3 



ON STARTUP, CONFIGURATION SETTINGS 
ARE APPLIED TO MONITORING SUBSYSTEM, 
STARTING MONITORING FOR SPECIFIED 
RESOURCES AND CONSUMER ENTITIES 
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CONSUMER ENTITY SENDS MONITORING 
REQUIREMENTS TO GATEWAY 
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GATEWAY UPDATES TABLE OF 
CONSUMER ENTITY REQUIREMENTS 



120 



GATEWAY COMPARES REQUIREMENTS 
WITH MONITORING ENTITY CAPABILITIES 
TO IDENTIFY MATCHES 
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GATEWAY SELECTS AND BINDS 
MONITORING ENTITY TO CONSUMER ENTITY 
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MONITORING ENTITY CONFIGURES ITSELF 
ACCORDING TO RECEIVED MONITORING 
REQUIREMENTS 
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FIG. 4 



<Service Name="StockQuote"> 

<MeasurementMode> Internal </ MeasurementMode 
<Metrics> 

<Metric Name="cpuUtilization"> 
<Measurement> 

<granularity> per-request </granularity> 
<Communication>Pull</Communication> 
<Address> com.ibm.StockQuote.getCpu() </Address> 
</Measurement> 
<format> 

<type>float</type> 
<RelativeTo>100</RelativeTo> 
<Duration unit="msec"> 10 </Duration> 
<Decimal>2</Decimal> 
<Delimiter>::</Delimeter> 
</format> 
</Metric> 

<Metric Name="memory-usage"> 
<Measurement> 

<granularity> per-request </granularity> 

<Communication>Push</Communication> 

<Address> 

socket-based-on-configuration 
</Address> 
</Measurement> 
<format> 

<type>Bytes</type> 
<Delimeter> :: </Delimeter> 
</format> 
</Metric> 
</Metrics> 
</Service> 



